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Technical data BANDO

Output
Rated heat output 6 kW
Heat level min/max per hour 3-8 kW
Wood feed quantity per hour 1.9 kg
Room heating capacity 250 m³
 

Size in mm
Stove height 1111
Top plate width 540
Floor plate width 540
Top plate depth 502
Floor plate depth 502
Firebox height, width depth 360-360-350
Ø flue tube 150
 

Installation size in mm
a - Top tube height (without swivel mechanism) 1036
b - Rear tube height Φ 906
c - Distance of top tube to rear wall 176
d - Height of AIR system connection (Ø 100mm) 120
 

Relevant information for the chimney-sweep
Triple values 5.7/336/0.12/0.1 
EN 13240 RRF-409985
VKF no. 8606 (Assoc. of Cantonal Fire Insurance)
DIBt -
 

Ecology
Fine dust mg/Nm³ 72
CO2 mg/Nm³ 1250
 

 
Available features and model types

 Standard features    Options

 BANDO soap stone

Casing Soapstone

Stove weight in kg 269

Top plate,
lacquered steel -

Top plate,
soapstone

Top plate, tile -

Top plate,
stainless steel -

 

Wood
compartment

Soapstone cover
for the wood
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storage
compartment

Ash compartment
and movable grid

Pivot function

Special oven
support for easy
rotation

Air-cooled door
handle

Handle can be
used without
gloves

Grill grate with
removable handle,
large (32 x 30 cm)

Smoke exit above

Smoke exit in the
back

AIR

Construction type
1

Construction type
2

Steel colours  

Tiles colours -

http://www.attika.ch/en/seite_empfehlen/send_link.php?url=%2Fen%2Fkaminofen%2Fbando%2Ftechnik.php

